G-series Internal Combustion Counterbalanced Forklift Truck
	General 
	Manufacture
	　
	BAOLI FORKLIFT TRUCK

	
	Model
	　
	CPCD20G
	CPCD25G
	CPCD30G
	CPCD35G

	
	Power type
	　
	Diesel

	
	Rated capacity
	kg
	2000
	2500
	3000
	3500

	
	Load center
	mm
	500

	Dimensions
	Lift height                           
	mm
	3000

	
	Free lift height                     
	mm
	142

	
	Fork size                     
	mm
	1070×122×40
	1070×125×45
	1070×125×50

	
	Mast tilt angle (Fwd/Rwd)
	deg
	6/12

	
	Front overhang
	mm
	482
	497

	
	Overall 
dimensions
	Length to face of fork
	mm
	2480
	2535
	2670
	2740

	
	
	Overall width
	mm
	1150
	1225

	
	
	Mast lowered height
	mm
	1970
	2040

	
	
	Overhead guard height
	mm
	2140
	2170

	
	Turning radius
	mm
	2170
	2240
	2460
	2500

	
	Min.right-angle store aisle
	mm
	1910
	2000
	2105
	2110

	Performance
	no load
/full load
	Travel speed
	Forward Ⅰ
	km/h
	18/19.5

	
	
	
	BackwardⅠ
	
	18/19.5

	
	
	Lift speed
	mm/sec
	450
	400

	
	Max. gradeability
	%
	20
	20

	
	Max. drawbar pull
	KN
	14
	13.5

	
	Self weight
	kg
	3550
	3880
	4360
	4750

	Wheel & Tires
	Tires
	Front
	　
	7.00-12-12PR
	28×9-15-12PR

	
	
	Rear
	　
	6.00-9-10PR
	6.50-10-10PR

	
	Tread
	Front
	mm
	970
	1000

	
	
	Rear
	mm
	970

	
	Wheelbase
	mm
	1600
	1700

	
	Min. ground clearance
 (no load/full load)
	Mast
	mm
	105/85
	135/110

	
	
	Frame
	
	130/125
	166/160

	Drive units & control
	Battery
	V/AH
	12/105

	
	Engine
	Model
	　
	C240-PKJ-20
	4JG2

	
	
	Rated output
	kw/rpm
	34.5/2500
	44.8/2450

	
	
	Rated torque
	N.m/rpm
	139.2/1800
	186/1700

	
	
	Displacement
	cc
	3.059

	
	Transmissions
	Type
	　
	  Hydraulic 

	
	
	Shift (Fwd/Rwd)
	　
	1 / 1 Power shift 

	
	Operating pressure
	Mpa
	17.5
19


CPCD20G 

CPCD25G

CPCD30G

CPCD35G

· Originate the latest suspended overhead guard in China.
· Imported diesel engine saves energy and raises efficiency.
· Streamlined exterior design is extraordinary.
· Vertical exhaust device can keep a healthy work environment.
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